
Cordless ExplorerTM Display Cart 

Assembly Instructions 
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022-4698 / 060-1887 
Cart Base with Enclosure (x1) 

022-4713 
Upright Frame (x1) 

022-4258 
Display Mount (x1) 

022-4667 
Handle (x1) 

BPS1024 
Battery (x1) 

018-1036 
Power Cord (x1) 

030-2302 
1” Hex Head Screw (x8) 

030-2303 
Lock Washer (x8) 

030-2335 
Flat Washer (x8) 

030-2322 
2.5” Carriage Bolt (x8) 

030-2323 
Locknut (x8) 

030-2249 
Cable Management Loop (x3) 

030-2244 
Push Rivet (x3) 

031-11284 
Velcro Strap (x3) 

010-8837 
½” Wrench (x1) 

044-5666 
Display Mount Hardware (x1) 



Assembly Steps: 
 

1. Unbox and Remove Packaging 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Unfold end flap on bottom tray 
and roll Base off the pallet. 

Remove remaining support pieces. 

Cut off straps and remove top 
tray. 

Remove the two outer wraps. Remove internal wrap and top support. 

Slide the Upright up and out. 

Slide the Display Mount, Battery and Handle up and out. 
Note: The battery ships in its own packaging under the cart. 



2.  Assembling the Upright 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  
 
 
 
 
 
 
 
 
 
 

 

 

 

 

Engage the brakes to keep unit stable. 

Hardware:   
030-2302 (x8) – Hex Head Screws 
030-2303 (x8) – Lock Washers 
030-2335 (x8) – Flat Washers 
010-8837 (x1) – Hex Wrench 
 

Insert the uprights into the C channel on the base frame, making sure 
that the side with the open slot faces the front of the cart. 

Secure the uprights to the base frame using the (8) 1” Hex Head Screws 
(four for each side). Use a locking washer and flat washer with each bolt 
as shown and tighten securely with the wrench provided. 



3. Installing the Mount  

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Hardware:   
030-2322 (x4) – Carriage Bolts 
030-2323 (x4) – Lock Nuts 
010-8837 (x1) – Hex Wrench 
 

Attach with Carriage Bolts and Nuts, starting 
with the lower holes first. 

Select the tilt of the monitor. 

Line up bottom of display mount with the 
desired mounting holes. 

Caution: Two person install 

It is recommended that 75” displays 
go on the lower holes to prevent 
hitting the top of the doorway 

Secure the top of the mount with Carriage Bolts 
and Nuts, then tighten all four with wrench. 



4. Mounting your Display 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

• Determine the hole size on the back of the 
display to be mounted – M6 or M8 – and 
insert the appropriately sized set screws. 

 

• Two people should then lift the display and 
guide the set screws through holes in the 
mount. 

Caution: Three person install 
 

Caution: Display not to exceed 200 pounds  
 

Caution: Ensure caster brakes are locked 
 

Caution: Do not overtighten set screws 

Hardware:   
M6 or M8 Set Screws (x4) 
M6 or M8 Washers (x4) 
M6 or M8 Wingnuts (x4) 

• Ensure the set screws pass through the correct 
holes in the mount to prevent obstructions 
and maximize stability and prevent 
obstructions. 

 

• Once in place, the third person secures the 
display with correctly sized washers, lock 
washers and wing nuts (M6 or M8). 



5. Attaching the Handle 

• Ensure that you have mounted the display first to confirm 
the handle's proper positioning. 

 

• Have one person hold the handle from behind as level as 
possible while another person guides it to match up with 
the holes on the sides of the uprights. 

Hardware:   
030-2322 (x4) – Carriage Bolts 
030-2323 (x4) – Lock Nuts 
010-8837 (x1) – Hex Wrench 
 

• Insert the carriage bolts from the outside and secure them with nuts on 
the inside (two per side). Tighten the bolts using the wrench provided. 



5. Managing the Power Cord 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Slide the Velcro through the loops. 

There is a series of small holes on each side of the 
frame for locating the cable management loops.  
 

Hardware:   
030-2249 (x3) – Cable Management Loop 
030-2244 (x3) – Push Rivet 
031-8122 (x3) – Velcro Strap 

Install loops with push rivets. 
 

Route the display’s power cord so it feeds into the grommet 
on the rear of the unit and plug it into one of the 4 available 
outlets in the lockable, side compartment. 



5. Inserting the Battery 

  

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Important Reminders 
Refer to the specific battery instructions provided with your model for additional details on charging and battery usage. 
 
Fully charge the battery prior to initial use. 
  
For maximum battery power, keep the cart plugged into the wall with battery installed and store in a dry and cool or 
room temperature location. 
 
Retain the battery’s packaging and ship it separately if the cart needs to be transported after assembly. 
 
When transporting the cart, remove the display from the mount and ship the display and battery separately and ensure 
the cart is secured; DO NOT rely on the caster brakes to keep the cart in place during transport.  
 

 
Congratulations! Your Cordless Explorer Display Cart is now assembled and ready to use. 
Enjoy the flexibility and mobility of this display solution. 

• Locate the designated battery portal on the front of the cart; it is the same shape as the battery which 
can only go in one way.  

 

• Using two hands, gently insert the battery into the portal, ensuring it slides in softly and securely. 
 

• The green lights will illuminate if the battery has charge and you should hear the fan.  
 

• If this does not occur, press and hold the power button for approximately one second then release 
once the LED indicator comes on. 

 

• If the battery still does not turn on, it may be out of charge. To charge the battery, connect one end of 
the power cord provided with the cart to the IEC inlet on the back of the cart and then plug the other 
end into any standard AC wall outlet. 
 

Power Inlet for Charging. 
 


